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GR.WEIGHT 

PACKAGING

PALLET

21 KG 

80X59X57(H) CM

80X120X240(H) CM / Q* 8PCS

ARTIFICIAL LAWN

Sandy
motor brush

Sandy

electricSTARTER

TRANSMISSION endless screw

polypropylene brush Ø28 cm
work width 60 cm
rotation speed 150 rpm
direction of rotation: towards the operator

BRUSH

OTHER -

WHEELS -

68x112x107(h) cmDIMENSIONS

NET WEIGHT 18 kg

ENGINE

Euro
E900
900 W
230 V 50 Hz 
Electric

adjustable into double pre-set positionsHANDLEBAR

pushed

AMATEUR

RUNNING SPEED
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“

AVVIAMENTO 
ELETTRICO

a batteria ricaricabile

LEVA INNESTO ATTREZZO
a pressione in lamiera 

con sistema di sicurezza 
integrato 

MANUBRIO 
reversibile con nuovo 

sistema di regolazione 
rapida

MANUBRIO REGISTRABILE 
lateralmente e 
verticalmente

RUOTE TRAZIONATE
profilo tractor

Neque dolendis repro 
occum ipsant, net reperio 
debitae volum in rem. 
Tiberatur maximag.

STARTER
electrician with quick-
release safety system

HANDLEBAR 
adjustable in two pre-set 

positions

BRUSH
in polypropylene 

Ø28 cm, width 60 cm

59

AS STANDARD

ACCESSORY

PATENTED


